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Battery If battery is not performing as expected. See 

batteries in maintenance and service manual.  

Electrical wiring and 
connections 

Check for tightness and damage; replace if 
necessary. 

Figure 12 Periodic Service Schedule 

PERIODIC LUBRICATION SCHEDULES 

PERIODIC LUBRICATION SCHEDULE 

REGULAR INTERVAL SERVICE LUBRICATIO
N POINTS 

RECOMMENDED LUBRICANT 

Annually by owner or 
trained technician. 
(every 200 hours of 
operation or 100 rounds 
of golf) 

Front 
Wheel/Caster 1 Valvoline Multi-Purpose #2 

Grade Lithium Complex 

Motor Gear Box 
Grease Fitting  2 Valvoline Multi-Purpose #2 

Grade Lithium Complex 

Figure 13 Lubrication Points 
 

 

 

BATTERY 
See General Warnings on page 7. 

⚠ DANGER 
● Battery – Explosive gases! Do not smoke near exposed battery.  Keep sparks and flames 

away from the unit and service area.  
● Battery – Poison! Contains acid! Causes severe burns. Avoid contact with skin, eyes, or 

clothing. Antidotes: 
○ External: Flush with water. Call a physician immediately. 
○ Internal: Drink large quantities of milk or water followed with milk of magnesia or 

vegetable oil. Call a physician immediately. 
○ Eyes: Flush with water for 15 minutes. Call a physician immediately. 

⚠ WARNING 

● Use insulated tools when working near batteries or electrical connections. Use extreme 
caution to avoid shorting of components or wires. 

● If battery wire terminals are damaged or corroded, replace or clean them as necessary. 




